
MagicRadar
Creative Leader in Digital Video Surveillance

•Compression Type: MPEG-4

•16Ch Video Inputs, 8Ch Audio Recording 

•16Sensor Inputs(Max.) & 8Alarm Outputs(Max.)

•Highest Video Resolution: 768×576(PAL), 640×480(NTSC)

•Supported Network: TCP/IP, PSTN

•Supported Backup Devices: HDD, DVD/RW, CD/RW, Network Driver, etc.

•Supporting over 57 PTZ Control Protocols

•Supporting over 17 Different Languages

•Continuous, Motion detection, Scheduled, Event Recording

•Multi level User permission

•Instant recording and Emergency Switching

•Supports POS interface with text data overlay

•Multi Site Management
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Technical Specifications

◀Rear

◀Front

◀Side

Models LS16 LD16
Displaying Speed 480fps(NTSC), 400fps(PAL) 480fps(NTSC), 400fps(PAL)

Recording Speed 120fps (NTSC), 100fps (PAL) 240fps (NTSC), 200fps (PAL)

Video Inputs 16Ch BNC 16Ch BNC

S-VHS (MINI Din 4Pin) S-VHS (MINI Din 4Pin)
Video Outputs TV-OUT RCA TV-OUT 2ea RCA

VGA (D-Sub 15 pin) VGA (D-Sub 15 pin)

Audio Inputs 4 RCA 8 RCA

Sensor Inputs 16Ch  Push in connecter 16Ch  Push in connecter

Alarm Outputs 8Ch  Push in connecter 8Ch  Push in connecter

Recording Continuous, Motion, Sensor, Instant, Schedule(camera/date/ time)

Screen Display 1, 4, 7, 9, 13, 16Ch

Video Resolution
640×480(NTSC), 640×240(NTSC), 320×240(NTSC)
768×576(PAL), 768×288(PAL), 384×288(PAL)

Compression Type MPEG-4

Operating System Windows XP Home

Camera PTZ Local RS-232, Remote Control

Network Interface TCP/IP(10 base-T) / PSTN(RJ-45)

Default Storage (HDD) 120 GB, Expandible up to 4 HDDs, (option)

Play Back By Date, Time, Channel, Event

Back up File Built in Back up Viewer Software/JPG/BMP/AVI

CD/RW, HDD, DVD/RW, Network Driver, (option)
Supported Backup Devices USB Rare: High-Speed Serial Interface, 480 Mbps (theoretical Value)×2

Front: High-Speed Serial Interface, 480 Mbps (theoretical Value)×1

Certification FCC, CE, ISO 9001

Supported Language English, Spanish, Japanese, French, Traditional Chinese, Simplified Chinese, Portuguese, Hebrew, Arabic, Polish, etc.
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